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PowerPrem Outdoor UPS Features
• Professional Uninterruptible Power Supply to keep your 

system operational in adverse conditions
• Wide ranging Automatic Voltage Regulation (AVR) so your 

system stays on line without switching to battery
• Designed for harsh environments and especially extreme 

operating temperatures from -40°C to +70°C
• Intelligent communications with RS232, USB and internal 

card slot for optional SNMP Ethernet interface.
• LCD control panel provides control, measurements and 

fault analysis
• Independently programmable dry contact relays provide 

control of key interface functions
• Event and alarm logging information to assist analysis
• Three stage battery charger to enhance the operation and 

extend the life of the battery
• Temperature compensation battery charging protects the 

battery from over charging during extreme operating 
conditions and prevents premature failure

• Conformal coating optional 
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MODEL PowerPrem 2000

Power Rating (VA/Watts) 2000VA /1600W

INPUT

Nominal Input Voltage Range 176VAC – 300VAC

Frequency Auto Sensing

EMI Class A FCC C15PR (EN50091-2)

OUTPUT

THD Output Voltage < 3%

Wave Form Pure Sine Wave

Transfer Time Normal Mode: 12ms (max.)
Generator Mode: 25ms (max.)

Crest Factor 3:1

Efficiency Line Mode: 98%
Battery Mode efficiency is load related - 93% efficiency between 40% - 100% load

Output Short Circuit Protection Breaker

Overload Protection 125% - 60secs / 150% - 5secs

BATTERIES

Voltage (Vdc) 48Vdc

GENERAL

Surge Capacity 200%

Surge Protection IEE/ANSI C62.41 & 2KV L-N

Back Feed Protection Yes

Operating Temperature -40°C to +70°C

Storage -50°C to +80°C

Relative Humidity 5% to 95% non condensing

Audible Noise <48dBA

Dimensions (mm) WxDxH 400 x 240 x 133

Net Weight (kgs) 12.5
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